


AC Distribution Box
• ATS(Dual power  

  automatic switching)

• Accurate measurement

Power Input

Photovoltaic modules
• Higher output power

• Lower LCOE

• Less shading and lower resistive loss

• Better mechanicalloading tolerance

Features
• Power supply statics(Solar-Grid- Battery-DG�Å, Priority optional

• Sites status statistics(Total, Online, Offline)

• Active alarm statics (4 levels alarm)

• E-Map Chinese/English Version

1U

1KW1+1�k Max.2KW�k 0+5+2

RM481000*2,42A

2U
Max.12KW,3+5+2
RM4850*3,Max.187.5A
RM4875*3,Max.229.5A

3U
Max.24KW�k0 +2+7
RM4850*6,Max.375A
RM4875*6,Max.459A

3U
 Max.20KW�k6 +6+2
RM4850*5,Max.312.5A
RM4875*5,Max.382.5A

4U
Max.12KW�k8 +8+2
RM4850*4,Max.250A
RM4875*4,Max.306A

ZTKD PMU-01

USB+LAN+RS485

Rectifier Controller User Interface Module

ZTKD SIU-01

DI*6, DO*6, RS485*2, Temp*2

Breaker

1U�k Plug & Play

SPD

1U�k Plug & Play

Rectifier Module

RM48/1000HE

Efficiency�y 95.5%

ZTKD48V 50A

Efficiency�y �•97.5%

Rectifier

Lithium battery for power backup

FSU & PMS
• AI/DI input *8
• DI input *16
• South interface:4 RS232/484 +4 RS485
• North interface: 4G Module
• DC 12V/2A output*6

• RJ-45*4
• DO output*4


